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Hydraulic Remote Shackle  

CE-HRS-7T 
 

Chalco Introduces the 7 Ton Hydraulic Remote Shackle CE-HRS-7T comes complete with Load 

Tested Certification by Third Party. the CE-HRS-7T has been pacifically designed for use in 

caisson, pipes and platform legs, along with deploying equipment into the sea or open water, the 

Hydraulic Remote Shackle is an essential tool for installing Caisson liners the Hydraulic Remote 

Shackle is compact in size and easy to use the CE-HRS-7T Depending on the lengths of the Hoses 

the CE-HRS-7T Shackle can operate to a Depth >500 MSW. 

The CE-HRS-7T Shackle can fit in a pipe 30 cm ID the CE-HRS-7T Shackle is controlled by a 

Hydraulic Hand Pump mounted on a base plate fitted with 2 off Female quick release couplings and 

2 off Male quick release couplings  on the CE-HRS-7T Shackle  can Deploy or Retrieve equipment 

in pipes / Caisson if used with the aid of a CEBall Camera when equipment Retrieve from the 

seabed or from a Caisson / Pipe the user can see CE-HRS-7T Hydraulic Remote Shackle being 

engaged  and in position, if used in conjunction with the Universal Caisson Equipment Deplorer the 

user can also pinpoint the exact depth  (mm)  for deployment/recovery. 
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Connecting and Operating 
 

 

The Hydraulic Remote Shackle is simple to connect and to operate and can be deployed to a 

Depth greater than 500 metres  and can handle loads up to  7  tons there are only two hoses to 

connect both of the hoses have  been fitted with  quick connect  couplings  and are colour-

coded the hoses are connected to the   corresponding  colours. The Control Lever is 

positioned as desired, the handle is slotted in position a gentle stroke forward and back the 

appropriate gauge pressure will increase, when the needle reaches 250 Psi on the gauge, 

"Stop" the hydraulic ram has reached its Set position.  

Please note when in use  check oil level and undo two Turns on the Oil Top-Up and 

Breather Cap  when finished with  please  retighten the Oil Top-Up Breather Cap. 

 

 

            Oil Top-up and Breather 
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