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INSTALLATION OF 500mm CENTRALISER
Model No CE210

Slacken 6 bolts by 5-10mm
Secure into Inner
Collar

10mm out
line up

4 x Securing Bolts

Insert Umbilical

The 500mm Centraliser can accept any of our Cameras : 35mm, 46mm, 50mm, 180mm, 200mm - virtually any
Camera and Light. The design of the Centraliser is such that it has 12 x spring loaded balls which serve a
multitude of purposes; they allow the Centraliser to be manoeuvred effortlessly, whether it is being deployed
vertically or horizontally. At the rear, the Centraliser can be connected to pushrods which screw into a brass
fitting. It also has 2 x stainless steel eye bolts where a 12mm Nylon Rope can be connected for deployment and
recovery.

Installing a Camera on to the Centraliser is very simple. The centre chamber of the Centraliser is bored out so
that it can accept our largest Camera, there is an 8mm screw at top and bottom. Once a spring or securing
collar is inserted and the screws are tightened, they grip hold of the collar or the spring thus completing the
installation. More detailed instructions are supplied when ordering this type of Centraliser.

Installing

1) Undo the 4 x Bolts, front and back, as shown below to remove the Central Collar.

2) Slacken the 6 x outer Bolts by Smm-10mm as shown above (Picture 3).

3) Insert the Camera Umbilical Collar into the Inner Collar as shown above (Picture 1).

4) Locate the 2 x holes and secure the Inner Collar to the Outer Collar using the 2 x Screws (Picture 2).
(Hand tighten only).

5) Replace the Inner Collar with the Umbilical sliding into the cut-out as shown (Picture 3).

6) Tighten all Bolts on the Centraliser.

7) Connect the Camera and the Locking Collar.

8) Slide the Camera into the Centraliser locating the holes to secure the Camera to the Inner Collar
(Picture 4).

9) Secure the Rope on the back of the Centraliser.

10)  Install the Push Rod.

4 x bolts back & front
to secure inner collar
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