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200mm Long 140mm Wide Quad Trolley
Model No CE230

The Quad Trolley has a quick-mount camera connector and is fully adjustable for direction.

The advantages the Trolley offers over a standard Centraliser is that the Pipe can be full of muck and it
will keep the Camera above the sludge and give a clear view, also travel further into the Pipe utilising its
low friction sealed bearings, manoeuvre through 90 degree bends with ease and there is no accumulation
of mud, debris or sludge in front of the Trolley.

Underneath the Trolley there is a guide which can be set for a pre-determined manoeuvre (turn). The
Trolley can fit into a pipe larger than 140mm ID. If large pipes are to be inspected, the Trolley width can
be increased to 230mm as shown in picture D. This is achieved by turning the axles to a full lock in
either direction.

Picture B shows the underneath of the Trolley. Front and rear axle both have markings as a brief guide
for setting direction.

To install the Camera slacken Nut 1, flip down the bolt then open the Bracketry. Place the Camera in the
Bracketry, flip back the bolt and firmly secure the Camera. DO NOT OVER TIGHTEN THE
BRACKET. Installation complete.

The Trolley is accompanied by two Chubby Spanners; the 10mm is for adjusting the axles and the 13mm
is for securing the Camera.

Once work is complete, please remove the Camera from the Quad Trolley and wash both with fresh
water.

Nut 1

Specification

Maximum Length :  200mm
Adjustable Width : 140mm — 230mm
Height : 110.2mm

Weight : 680 grams
Material : Aluminium
Wheels: Polyurethane

Sealed low friction Bearings
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