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UNIVERSAL CAISSON EQUIPMENT DEPLORER 

UCED-SC50/04 
 

The Universal Caisson Equipment Deplorer is designed to deploy all types of equipment into a Caisson 

/ Pipe or Leg of a Platform/Subsea either by hand or via winch,  The Universal Caisson Equipment 

Deplorer can accept Umbilical up to 60 mm OD this could be made up of various types of Hoses 

Ropes Chains it allows the user to lower equipment smoothly efficiently  in a set guide with out 

damaging hoses  or tangling the cables or straps together, also if required there is a measuring encoder 

can fitted which allows the user to measure accurately how far they have deployed equipment in to the 

Caisson ,The Universal Caisson Equipment Deplorer fittest easily on to any size of Caisson, utilising 

scaffolding securing clamps Installation is simple, installing scaffolding  around the Caisson/pipe or 

the leg of the platform,  place the Universal Caisson Equipment Deplorer in place by scaffolding 

securing clamps connect up the digital display now you're ready to go, switch on when the umbilical or 

the hoses placed on the sheave and it starts to rotate this will indicate the true measurement in metres 

being deployed or lowered in to a caisson  precisely  and securely, the LCD will display white numbers 

if equipment is placed in a clockwise Direction on to the sheath with a plus sign, however the 

umbilical placed in the anticlockwise Direction on to the sheath then the LCD will change to a minus 

sign and all the numbers will appear in Red. 
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The 12 volts Rapid Charger for the CED is capable of Charging 

the internal Battery that is installed inside the LCD, when the 

Battery is connected the Charger the LED on the Charger will 

illuminate Green once it's plugged in the AC Power the LED will 

change to Red thus indicating Charging when fully Charged the 

LED will change to Green. 
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