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1.0 GENERAL

The 30M Continuity Probe CE30M/C-EXD-P utilises tfinalco Subsea Telemetry Cable CE1C/9-
100UC. The Continuity Probe allows the user tonesmt to a Fluke 87VEXD True RMS Multi-Meter
(set to continuity). The Probe then can detece fmoisture and 100% relative humidity. This is
indicated on the Multi-Meter as a resistive readiegif the Probe is connected and left in awiit read

OL M thus indicating that there is open circuit. k& tRArobe is now exposed to freshwater or sea water i
will start to read in K and start counting downwards from 600 to approxatya200. This indicates that
both the Sensors on the Probe have some sortwfd llietween them. If the Probe was now removed
from the water it would go in to the Mrange but still counting downwards until the wdtas virtually
evaporated from the two Sensors.

A simple test can be performed :

Connect the Probe to the 87VEXD and set to cortiindi2 o’clock position on the dial) and hold the
Probe in the palm of your hand without touching 8ensors. Exhale breath approximately 30-40mm
away from the Probe. The Meter will begin readimg water content of your breath. This will be a M
reading.

The 30M Probe at the top end has a Black and aRRgtt Angle Plug Lead. The Red Plug is connected

to the Ohms Connector (all red with a red ring acbit — far right on the Meter). The Black is cented
to the left hand side of it marked Common.

COMPLETE SYSTEM

1 off Fluke 87VEXD True RMS Multi-Meter
Serial No 16140229

1 off 30M Continuity Probe CE30M/C-EXD-P
Serial No CE13-0706147

Documentation

1 off Operating Manual

1 off Certificate of Conformity
1 off Examination Certificate
1 off Delivery Note
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2.0 OPERATING CONTROLS

SETTING
RED CONNECTOR
BLACK CONNECTOR
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3.0 BLOCK DIAGRAM

CHALCO ELEVEN LIMITED

Doc Title:  30M Continuity Probe

Date:

06 07 11

Doc Ref: |

Rev:

Page:

5




4.0 DOCUMENTATION

Examination Certificate

Certificate of Conformity

Delivery Note
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5.0 NOTES
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