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• Powerful six-wheel drive (steerable) 

• Location transmitter can be activated

• Crawler wheels for all surface conditions

• Constant monitoring by pitch and roll sensor

• Constant monitoring of the internal pressure and 
temperature

• Integrated backeye camera

• Optional automatic elevator

• Optional carrier

• Optional auxiliary light

• Compatibility to the SUPERVISION®-(PAL) 
Inspection System (as of version 2012) and
PAL video format

• Optionally available as EX version

RX130 - Crawler Ø 150 mm - 300 mm
The application area of the RX130 crawler ranges from DN 150 up to DN 1000 (with elevator and carrier mounted).

TECHNICAL DATA - RX130

Drive            6-wheel-drive; both sides can be controlled 
indpendently from each other

Equipment steerable, backeye camera, electrically 
controllable clutch, location transmitter, roll 
and pitch sensor, pressure monitoring

Nominal pipe widths DN 150 up to DN 1000 (with carrier and 
elevator)

Location transmission 33 kHz / 512 Hz / 640 Hz (frequency 
must be determined at purchase)

Pressure tightness up to max. 1 bar

Optional accessories auxiliary lights RAL130, RAL200, 
RAL1000-RCX90, RAL1000-DSIII; camera 
PTP70II, camera RCX90; camera RAC50; 
elevator RED200; carrier RCR1000; adap-
ter for egg-shaped pipe; fi sheye camera 
DSIII; laser ring for DSIII;

Power supply via cable reel RAX500, RAX300, RMX200 
or ERMX100

Protection class IP68 up to 10 m water depth

Ambient temperature range 0 °C - 40 °C

Storage temperature range 0 °C - 40 °C

Material aluminum  anodized

Dimensions (L x W x H) 310 x 110 x 90 mm

Weight 6 kg

Crawler
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• Max. 200 m armored camera cable

• Adjustable brake

• Hand crank

• Dirt wiper

• Winding support

• Telescopic bar with control panel mount

cable reels

RMX200 - Manual cable reel up to 200 m
The cable reel holds max 200 m of armored camera cable and offers winding support that the camera cable is wound up quick and clean to the cable 
reel. Additionally, you can mount your operating panel to the optional telescope bar during an inspection.

TECHNICAL DATA - RMX200

Drive            manually

Cable length max. 200 m

Meter counter 1

Integrated defl ection pulley yes

Large defl ection pulley no

Power supply:

Voltage 230 V AC / 115 V AC

Frequency 50 Hz / 60 Hz

Electrical current 2 A / 4 A

Fuses -

Protection class -

Ambient temperature range 0 °C - 40 °C

Storage temperature range 0 °C - 40 °C

Dimensions (L x W x H) 315 x 495 x 680 mm

Weight (incl. cable) 30 kg
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